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TUNGSTEN CARBIDE DRILLS 1/8"

Bungard drills made for drilling PCBs made of FR2/FR4/CEM1, double flute, right-hand turn.
High quality, precisely grinded carbide drills with reinforced shank, equipped with distance ring.
The ring is labeled or colour-coded, according to the diameter.

Specifications

Sale unit: Single drill

Available sizes (Tip diameter): from @ 0.3 mm to @ 3.00 mm - Increments: Every 0.1 mm
Shank diameter: 1/8" (3.175 mm)

Tip total length: 38 mm

Distance from the tip to the upper side of the ring: 21 mm

Ring diameter: 7.5 mm

Material: Tungsten carbide.
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VARIATIONS
SKU Description Diameter
149659A 0,50mm
149660A 0,70mm
149917A 0,30mm
149658A 0,40mm
141566A 0,60mm
149056A 0,80mm
141572A 0,90 mm
149058A 1,30 mm
149305A 1,40 mm
149263A 1,00mm
149252D 1,70 mm
149252A 1,50mm
149252E 1,80 mm
punta19-bg 1,90 mm
149304A 1,20mm
149252C 1,60 mm
punta26-bg 2,60 mm
149339C 2,70 mm
punta28-bg 2,80 mm
punta29-bg 2,90 mm
149339A 2,00 mm
punta21-bg 2,70 mm
punta22-bg 2,20 mm
T149966A 3,00 mm
149339D 2,50 mm
punta24-bg 2,40 mm
punta23-bg 2,30 mm
149303A 1,170 mm
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